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§411.32

the United States,” May 1961, and sub-
sequent amendments, or equivalent re-
gional or state rainfall probability in-
formation developed therefrom.

§411.32 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available.

(a) Except as provided in §§125.30
through 125.32, and subject to the pro-
visions of paragraph (b) of this section,
any existing point source subject to
this subpart shall achieve the following
effluent limitations representing the
degree of effluent reduction attainable
by the application of the best prac-
ticable control technology currently
available (BPT):

Effluent limitations

Effluent characteristic

... | Not to exceed 50 mg/I.
. | Within the range 6.0 to
9.0.

(b) Any untreated overflow from fa-
cilities designed, constructed and oper-
ated to treat the volume of runoff from
materials storage piles which is associ-
ated with a 10-year, 24-hour rainfall
event shall not be subject to the pH
and TSS limitations stipulated in para-
graph (a) of this section.

[39 FR 6591, Feb. 20, 1974, as amended at 60
FR 33951, June 29, 1995]

§411.33 [Reserved]

§411.34 Pretreatment standards for
existing sources.

Any existing source subject to this
subpart that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403. In addition, the following
pretreatment standard establishes the
quantity or quality of pollutants or
pollutant properties controlled by this
section which may be discharged to a
publicly owned treatment works by a
point source subject to the provisions
of this subpart.

Pretreatment standard

Pollutant or pollutant property

No limitation.
Do.

[40 FR 6440, Feb. 11, 1975, as amended at 60
FR 33951, June 29, 1995]

40 CFR Ch. | (7-1-09 Edition)

§411.35 Standards of performance for
new sources.

(a) Subject to the provisions of para-
graph (b) of this section the following
standards of performance establish the
quantity or quality of pollutants or
pollutant properties, controlled by this
section, which may be discharged by a
new source subject to the provisions of
this subpart:

Effluent limitations

Effluent characteristic

Not to exceed 50 mg/I.
Within the range 6.0 to 9.0.

(b) Any overflow from facilities de-
signed, constructed and operated to
treat to the applicable limitations the
precipitation and runoff resulting from
a 10-year, 24-hour precipitation event
shall not be subject to the limitations
of this section.

[42 FR 10681, Feb. 23, 1977]

§411.36 Pretreatment standards for
new sources.

Any new source subject to this sub-
part that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

[60 FR 33951, June 29, 1995]

§411.37 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology.

The following limitations establish
the quantity or quality of pollutants or
pollutant properties, controlled by this
section, which may be discharged by a
point source subject to the provisions
of this subpart after application of the
best conventional pollutant control
technology.

(a) Subject to the provisions of para-
graph (b) of this section, the following
limitations establish the quantity or
quality of pollutants or pollutant prop-
erties, controlled by this section,
which may be discharged by a point
source subject to the provisions of this
subpart after application of the best
conventional pollutant control tech-
nology.

Effluent characteristic Effluent limitations

TSS Not to exceed 50 mg/I.

196



Environmental Protection Agency

Effluent characteristic Effluent limitations

Within the range 6.0 to 9.0.

(b) Any untreated overflow from fa-
cilities designed, constructed and oper-
ated to treat the volume of runoff from
materials storage piles which results
from a 10-year, 24-hour rainfall event
shall not be subject to the pH and TSS
limitations stipulated in paragraph (a)
of this section.

[839 FR 6591, Feb. 20, 1974. Redesignated and
amended at 44 FR 50741, Aug. 29, 1979]
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AUTHORITY: 33 U.S.C. 1311, 1314, 1316, 1317,
1318, 1342, 1361.

SOURCE: 68 FR 7269, Feb. 12, 2003, unless
otherwise noted.

§412.1 General applicability.

This part applies to manure, litter,
and/or process wastewater discharges
resulting from concentrated animal
feeding operations (CAFOs). Manufac-
turing and/or agricultural activities
which may be subject to this part are
generally reported under one or more
of the following Standard Industrial
Classification (SIC) codes: SIC 0211, SIC
0213, SIC 0214, SIC 0241, SIC 0251, SIC
0252, SIC 0253, SIC 02564, SIC 0259, or SIC
0272 (1987 SIC Manual).

§412.2 General definitions.

As used in this part:

(a) The general definitions and abbre-
viations at 40 CFR part 401 apply.

(b) Animal Feeding Operation (AFO)
and Concentrated Animal Feeding Oper-
ation (CAFO) are defined at 40 CFR
122.23.

(c) Fecal coliform means the bacterial
count (Parameter 1) at 40 CFR 136.3 in
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